WARRANTY: Sherer warrants the chamber for a period of one year against’ 
defect in workmanship, defective parts, and equipment manyfactured or 
fabricated by itself only, and will repair or replace at its election 
without charge, f.o.b, its plant, in Marshall, Michigan, guch defective 
parts or equipment. Any part or equipment other than that manufactured 
by Sherer is sold only under the regular guarantee gf that manufacturer. 
Sherer cannot warrant parts which require replacing as a result of normal 
wear, age, obvious mis-use, careless handling, or damage as a result of 
operation on improper power supply. 


REFRIGERATION SYSTEM: The standard chamber is supplied with a 1/3 HP 
ermetically sealed, self contained air cooled condensing unit, which is 

factory installed and tested before shipment. The system employs a hot 

gas by-pass to provide continuous operation of the compressor, thereby 

eliminating dangerous short cycling due to close temperature control. 

The system is designed and engineered to provide the versatility and meet 

the variable temperature requirements of the chamber. 


SHELVES: Each standard chamber has two shelves and provide a total of 
approximately 8 square feet of working area. Each of the two heavy gauge, 
rod type, corrosion resistant steel shelves is individually adjustable from 
2" to 36" from lamps. Additional shelves and clips may be purchased to 
increase capacity and versatility. 


TJTMECLOCKS; The timeclocks are located in the control panel and are standard 
24-hour timers. The main functions of the timeclocks are: 


(a) To automatically turn the lights "ON" and "OFF", 


(b) To automatically switch the chamber temperature from "DAY" 
temperature to "NIGHT" temperature settings. 


The timers are ruggedly constructed and are very easy to set and operate, 
Each timeclock is supplied with one dark (OFF) tripper and one light (ON) 
tripper. The trippers are easily moved, put on, and removed by adjustment 
of a narrow screw. (NOTE; The location of the trippers of the timeclock 
on your chamber when received from the factory is arbitrary and can be 

moved to the hour of the day you desire.) Additional trippers can be easily 
added to the timeclock to increase the frequency of the "ON ~ "OFF cycles. 
Trippers are available locally or from the factory if lost or misplaced. 


TEMPERATURE CONTROL: The chamber is equipped with a solid state electronic 
dual set point. temperature controller. It has a centigrade and fahrenheit 
calibrated dial and pilot lights to indicate the heating or cooling cycles. 


The Sherer temperature controller is a very accurate and reliable instrument 
and requires little or no service under normal conditions. If you should 


find a discrepancy in your temperature, it is recommended that you call the 
factory. 


SAFETY LIMIT CONTROLS; The safety limit controls are located in the control 
panel. The controls are adjustable to a given temperature, and in case of a 
malfunction, the lights and refrigeration system will automatically shut off 
and pump down. (Refer to "STARTING OF CHAMBER" for further instructions.) 


NOTE: IF MALFUNCTION OCCURS, CHECK VERY CAREFULLY BEFORE RE-STARTING (R CALL 
IN A SERVICE MAN. 
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